UNVENTED WICKLESS KEROSENE HEATER
OPERATION AND MAINTENANCE INSTRUCTIONS
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IMPORTANT

READ AND UNDERSTAND INSTRUCTIONS BEFORE USING HEATER. RETAIN INSTRUC-
TIONS FOR FUTURE REFERENCE. CHECK STATE AND LOCAL CODES FOR PERMITTED
USE.

THIS HEATER IS DESIGNED TO BE USED NO MORE THAN 3,000 FT. ABOVE SEA LEVEL.
DO NOT OPERATE AT ALTITUDES HIGHER THAN 3,000 FT. ABOVE SEA LEVEL.,
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Congratulations; you are ready to begin enjoying the benefits of one of the most popular kerosene
heaters ever made. TOYOTOMI, the leader in kerosene heater technology, has tested and refined the
LR-350 to assure you of long-term safety and satisfaction. Please study the following instructions, use
and care for your heater carefully, and it will serve you well for many years.

SAFETY TIPS

Before operating your heater, please review these safety tips:

—WARNING—

RISK OF EXPLOSION

1.

Never use any fuel other than water-clear kerosene (ASTM No. 1-K
kerosene). NEVER USE GASOLINE. Use of gasoline can lead to un-
controllable flames resulting in destructive fire,

Never refill heater fuel tank when heater is operating or still hot. To do
so may cause a “‘flash back’’ of flame to the fuel container, resulting in
injury to yourself and your property.

Never use heater in areas where flammable vapors or gases may be
present. Such vapors could be ignited by the heater, resulting in fire

and/or explosion.

Never fill heater fuel tank in living space. Fill heater tank outdoors.
Never overfill your heater. Always replace fuel tank cap securely after
refueling.

Never store or transport kerosene in other than a metal or plastic con-
tainer that is (1) acceptable for kerosene, {2} non-red in color, and (3)
clearly marked, “KEROSENE". Never store kerosene in the living space.

RISK OF BURNS OR FIRE

1.

Due to high surface temperatures, keep away from children, furniture
and clothing.
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2. To avoid possible burns or fire, do not move, refuel or attempt to service
your heater while it is burning or still hot.

3. To avoid unstable burning, do not operate your heater in areas exposed
to strong drafts. Do not operate your heater in high traffic areas such as
doorways or hallways where it may be touched, jarred or tipped acci-
dentally.

4, Do not operate heater in direct sunlight to avoid overheating, which may
cause abnormal flame behavior. Do not allow room temperature in the
room to go above 80° — 85°F.

b. Before going out and at bedtime, turn heater off, making sure “POWER"
lamp goes out and flame is completely extinguished.

6. Do not operate heater in dusty areas, Dust can clog up air filter and
cause improper combustion.

—WARNING —
RISK OF INDOOR AIR POLLUTION

Use heater only in well ventilated areas.
People with breathing problems should consult a physician before using the
heater.

““In a house of typical construction, that is, one that is not of unusually tight
construction due to heavy insulation and tight seals against air infiltration,
an adequate supply of air for combustion and ventilation is provided through
infiltration. However, if the heater is used in a small room where less than
200 cubic feet (5.7 m?) of air space is provided for each 1000 Btu per hour
of heater rating (considering the maximum burner adjustment), the door(s)
to adjacent room(s) should be kept open or the window to the outside
should be opened at least 1 inch (25.4 mm) to guard against potential
buildup of indoor air pollution. Do not use the heater in a bathroom or any
other small room with the door closed.”

Ventilation




